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DIMENSIONS DPDC
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5 PCKIT-42,52,65,117 & 127MM

CORE SIZE

ORBER LINE: 61363 552476 /1

BPBG CORE KIT
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BESCRIPTION . 5 piece kit in aluminium carry case & PLUS spec for professional users
seekingLoptimum performance. Includes: 42, 52, 65, 117 & 127mm cores, sds
plus & hex adaptors, extension, guide rod, drift key & 350mm long pilot drill.

USE ME FOR : Hard York stone / London brick / General house brick
Handmade bricks / Facing bricks / Lightweight concrete block / Breeze block
Class A & B Engineering bricks / Concrete / Lightly reinforced concrete

10MM SEGMENT HEIGHT

TURBO ROOF TOP DESIGN

DUST REMOVAL SLOTS

SPIRAL FLUTE BARREL / LASER WELDED

VERY GOOD PERFORMANCE & LIFE
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SRY CORE BRILL SPEES RECOMMENBATIONS

- Speed may be adjusted to suit site conditions.
- For very abrasive materials an increase

in drill speed (rpm) will prolong life.

« For harder materials, decrease the

drill speed to prevent overheating.

+ Machine and material are the controlling
factors to the life and speed of the core.

- Ultimately, machine and operator determine
the overall performance.
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