
specialist blades material application chart

Highly Suited

Suitable With Reservations

Not Suitable

 Glass / Reinforced Plastic

 Fiberglass
 Steel Bars, Pipe & Sections
 SG & Grey Iron
 Steel
 Stainless Steel
 Rebar
 Cast Iron
 Carbon Steels
 Tool Steels
 Non-Ferrous Metals
 Porcelain /Ceramic /Hard Tiles
 Indian Stone
 Granite / Marble / Slate
 Class A&B Engineering Bricks
 Clay Paviors / Pipes / Tiles
 Flint Aggregate Product
 All Concrete Types
 Hard York Stone
 Quartzite
 All Brick Types
 Paviors (all types)
 Cement Screed 
 Lightweight Concrete Block
 Rubber
 Wood (all types)
 Carbon Fiber
 Railway Sleepers
 Ducting
 Tree Roots / Groundwork
 Flashing / Flat Roofs
 Groundwork
 Plastics
 Plaster Board
 PVC
 Cement Fiber Boards
 Composite Boards

 Polyurethane

 Laminate / Melanine
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56				    order line; 01909 552470 / 1 	

DPVB

DU-MITAL

DU-RB

DPVB-WB

i

300DU-RB

HARDMETALEN ZAAGBLAD
/ DISQUE CARBURE / HARTMETALLSAGE

OBSERVE SAFETY 
RECOMMENDATIONS

USE WET OR DRY 

12662
EN13236

300 x 4.5 x 20.00
12” x 3/16” x 25/32”
100m/s 6400rpm

carbide 
cluster blade

CHANGE DIRECTION OF ROTATION 
IF BLADE BECOMES BLUNT

300DPVB

MEERVOUDIGE TOEPASSINGEN
/ APPLICATIONS MULTIPLES

OBSERVE SAFETY 
RECOMMENDATIONS

USE WET OR DRY 

12662
EN13236

300 x 2.6 x 20.00
12” x 1/9” x 25/32”

100m/s 6400rpm

multiple
materials




